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INTRODUCTION

Within the Department of Defense (DOD), the Joint In-
teroperability Test Command (JITC) has
the responsibility to certify that all Command,
Control, Communications, Computers and Intelligence
(C*) systems are interoperable. To conduct
interoperability certifications on DOD’s C*l systems,
the JTC is composed of test laboratories, each with a
specialized functional area.

TheGloba Information Grid Network Test Facility (GNTF)
consists of several labs that can operate together or
separately to test the interoperability of new and modi-
fied DefenseSwitchedNetwork (DSN), theDefense Red
Switch Network (DRSN), hardwareand software. Support-
ing these primary networks, the GNTF integrates Trans-
port, Crypto,Customer Premise Equipment (CPE), Voice
Over Internet Protocol (Vol P) andVideo Telecon-
ferencing (V TC) labsintoanarchitectureclosely
replicating the operational DSN and DRSN.

Thetest facility supportstesting between
strategic and tactical systems, and pro-
vides voice and data switching equip-
ment to emulate real-world equipment
configurations. Occasionally, the GNTFis
connected to"excercise" networks, however,
itisrarely connected to an operational network.
The GNTFisalso capable of connecting to other
JITC laboratories and facilitites, or to com-
mercial facilities.
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Alcatel Omni PCX 4400

Avaya DEFINITY, MultiVantage S8700,S8700

Cisco Cdl Manager, Catdyst switches, and routers

Lucent 5ESS and iMerge
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Nortel Networks

¢ DRSN
¢ DDSFamily
¢ SDSFamily

TEST PROCEDURES
The GNTF uses the Generic Switching Test Plan (GSTP) to
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evaluate interoperability and Military
UniqueFunctions. TheGSTPwaswrit-
ten to satisfy the Joint Staff- vali-
datedrequirementsaswritteninthe
Generic Switching Center
Requirement  document
(GSCR). The GSCR specifies
requirementsfor telecommunica-
tion equipment used in DOD net-
works supporting voice, video and
data services.

ADDITIONAL TEST

RESOURCES

To support the test
enviroment, the GNTF is
equippedwithanarray of stand-
alonetest, measurement and diag-
nostic equiment.

¢ T1/Elanayzers

¢ Analog, Digital and VolPcall
loaders

¢ Satellitesimulator

¢ Error generator

¢ ATM and SS7 analyzers

ISDN Basic Rate Interface and Primary Rate
Interfaceanalyzer
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